
Bend pulley

Company

Adress Contact person E-Mail

Phone Fax

Quantity

further details

Wall thickness

Inner mounted

Type of bearing

Pulley cover

Grounding

Pulley lagging

Lagging thickness

cylindrical crowned

completely just bottom plates

Small diamond

plain

Large diamond

ceramic

Remarks

Clamping set

Centering hole

Application form

germanBelt Group 
Laugkfeld 19 

D-01968 Senftenberg 
Tel.: +49 3573 36374-0 

Fax: +49 3573 36374-19 
E-Mail: sales@germanBelt.de

Please fill out the form and send  
facsimilar message or E-Mail to us.
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8.2.1.3144.1.471865.466429
	Company: 
	Adress: 
	ContactPerson: 
	E-Mail: 
	Phone: 
	Fax: 
	Trommelanzahl: 
	Wellenlänge: Axial length [mm]
	L1: L1 [mm]
	Mantellänge: Cover length [mm]
	L2: L2 [mm]
	DurchmesserL: Ø L [mm]
	Trommeldurchmesser: Ø Pulley [mm]
	Wellendurchmesser: Ø Axes [mm]
	Lagermittenabstand: Centre-to-centre distance [mm]
	Wandstärke: 
	Lagertyp: 
	Belagdicke: 
	zylindrisch: 0
	ballig: 0
	KomplettGrundiert: 0
	NurRondenGrundiert: 0
	Miniraute: 0
	Glatt: 0
	Großraute: 0
	Keramik: 0
	Bemerkungen: 
	PrintButton1: 
	ResetButton1: 
	InnengelagertJA: 0
	InnengelagertNein: 0



